Back to Back installation instructions
In situations where the hot and cold water inlet supplies are notin the standard positions, a reversible type
cartridge can be used. Areversible cartridge will allow you to modify the direction of the water supply to
the correct orientation without changing the pipe locations. Itis easy to change the installation by yourself
by using the following instruction.

1. Remove the handle (1) from the body with hand. {Fig.1)

2. Remove the "E" clip (2) from the cartridge body with pliers.

3. Remove the stem ring (3) from the cartridge body with pliers.

4, Reverse the cartridge stem by turning 180. (It is not necessary to remove the cartridge.)
5. Replace the stem ring into the cartridge make sure the flat side is on top. (see Fig 2)

6. Replace the "E" clip onto the cartridge body.

7. Reinstall the cap to the body and hand tighten.
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Procedure for the Pressure Balance Spool Assembly Repair and Maintenance

1. Close the water supply stops.
2. Remove the valve cartridge pressure balance spool assembly by proper tools as Fig. 2.
3. When put back or renew the pressure balance spool assembly into the valve body by proper tools, please adjust
the arrow indication mark right down direction to make sure the rib of spool assembly fit well(Fig.1).
Then push the assembly into the valve correctly.
4. Place the valve cartridge back on the pressure balance spool assembly and tight the whole assembly.(Fig.2)
5. Use adjustable wrench to tight lock nut clockwise direction. (Fig.3)
6. Use screw driver to open stop valve counterclockwise direction. (Fig.4)
7. Check if there is any leakage.
8. Assemble the cap on the valve body by hand. (Fig.4)
9. Cover all of the trim kits if there is no problem found.
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| Step 5:
a Thread the bell onto the stem of the valve body .

— Install the handle onto the bell and secure it by
threading the allen screw. Please see Figure 5.

Step 6:

After installation is completed, turn on the hot
and cold water supply valves fully for three
minutes. Check for any leaks or drips.
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CAUTION!!

1. Water lines must be completely flushed before use, to avoid debris & clogs in your water system
leading to reduction of water flow and mal-functioning.

2. Warranty is void if water lines are not flushed prior to use and installation of the new faucet.

3. Use of abrasives of any strength may damage the finish of the faucet and void the product
warranty.

4. Do not over tighten your faucet on the countertop during installation. The valve assembly is
tested to meet the standards setby ASME A112.18.1 sec 5.8 which is listed at 100 LBF.
However, over-tightened or over-torqued nuts may lead to cracks on the valve and will
eventually lead to leaking and water damage.

5. Before installation of the faucet to the desired fixture, you need to secure and anchor your
console, sink, tub, or vanity cabinet firmly to the wall and to the floor. To ensure your fixture or
faucet mounting surface cannot be moved, before installation of the faucet, please test to see
if the cabinet or vanity can be moved by hand or body weight. If the faucet mounting fixture is
not secure and anchored, it will eventually crack the valve and cause leaking leading to property
damage. In order to avoid this, be sure to secure your installation surface. Do not use any Power
Tools for assembly and installation which can cause internal fractures to the fixture.
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